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CENTERLINE OF EXISTING
/_ DRAINAGE WAY
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MASONRY AND MORTAR
(TYPICAL AT EACH END)

RIPRAP AS SHOWN ON PLAN

STEEL CASING PIPE, (COATED WITH ENAMEL
CONTAINING RUST INHIBITER)

EXISTING
SANITARY
SEWER

CASING SPACER “CASCADE” (OR EQUAL)
(3) SPACERS PER LENGTH OF PIPE

12 MIN. STEEL CASING DETAIL - TYPICAL
NOT TO SCALE
CLASS SI CONCRETE
EXISTING SANITQRY AS SHOWN AS SHOWN
SEWER AS SHOW UNDISTURBED MATERIAL
ON PLAN l
ON PLAN ON PLAN DATUM: CHISELED SQUARE ON S.E. WINGWALL

CONCRETE ENCASE

OF BRIDGE STRUCTURE NO. 050-0085
ELEV.= 504.10 (I.D.O.T. DATUM)
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TEMPORARY MASONRY BLOCK
SUPPORT AS NECESSARY

DETAIL-24"" STEEL CASING ENCASED
IN CONCRETE (CLARK RUN CROSSING)

NOT TO SCALE

EXISTING SANITARY SEWER ASBUILTS

. A
. SRS \//\\m\b UNDISTURBED MATERIAL
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F.A.S.| TOTAL {SHEET
RTE.| SECTION | COUNTY Isheets|”No.

1279]  P-108R tasale | 34 | 22

STA. N/7A TO STA. N/A

FED. ROAD DIST. N0, 7 [ILLINOIS|FED. AID PROJECT

CONTRACT NO. 66661

BITUMINOUS SURFACE
REMOVAL - BUTT JOINT

15"

-—b‘

MINIMUM 60’
MINIMUM 40‘ , 10’
X

LEVELING BINDER (MACHINE METHOD),
SUPERPAVE N70, VARIABLE DEPTH (3/8“ TO 14"

BITUMINQUS CONCRETE SURFA(}E COLRSE,

EXISTING PAVEMENT
SUPERPAVE, MIX “C” N70 - 1"

BUTT JOINT DETAIL

NOTES:

1. REFER TO ARTICLE 406.18 OF THE STANDARD SPECIFICATIONS.

2. THE PAVEMENT SURFACE TO BE REMOVED IN THE DETAIL MAY BE BITUMINOUS OR CONCRETE,
REGARDLESS OF THE TYPE OF MATERIAL, THE WORK SHALL BE DONE IN ACCORDANCE WITH ARTICLE
440.03 OF THE STANDARD SPECIFICATIONS.

3. BITUMINOUS SURFACE REMOVAL - BUTT JOINT WILL BE PAID FOR AT THE CONTRACT UNIT PRICE PER

SQ. YD. FOR BITUMINOUS SURFACE REMOVAL - BUTT JOINT.

TEMPORARY RAMP
- 40:1 TAPER

TEMPORARY RAMP DETAIL

REVISIONS
NAME

MISC. DETAILS

VERT. NONE
SCALE: HORIZ. NONE
DATE JULY 3, 2006

ILLINOIS DEPARTMENT OF TRANSPORTATION

DRAWN BY DAC
CHECKED BY SMK

LASALLE COUNTY SECTION (P-10)BR FAS 1279

(IL ROUTE 178}

#EE VicClure Engineering Associates, Inc. - Ottawa, IL

MISC. DETAILS




